Amendments to the Claims 

This listing of claims will replace all prior versions, and listings, of 
claims in the application. 



Listing of Claims 

1 . (currently amended) A prosthetic foot comprising: 
a longitudinally extending foot keel haying fo^^^ 

a IsMiSDlcalf shank secured to the foot keel at a lower end thereof 
and extending upwardly from the foot keel defining an integrated ankle joint 
area andjow 

wherein the lower end of the calf shank is in the form of a spirahabgve 
M§ili£gi^upward anteriorly from the spiral to an upstanding upper end thereof. 

2. (original) The prosthetic foot according to claim 1, wherein the calf 
shank is secured to the foot keel by way of a coupling element. 



3. (currently amended) Th^-A^prosthetic foot a ccording to c l aim 



a , long jtudSnaiiy, , extend ing foot keel; 

extending upwardly from the foot keei: 
where 



3 



end thereof, wherein the calf shank is secured to the foot keel by way of a 
^u|)!!nsj|!^ a radially inner end of the spiral of the calf shank is 

fastened to the coupling element. 

4. (original) The prosthetic foot according to claim 3, wherein the calf 
shank lower end spirals around the radially inner end above the foot keel. 

5. (currently amended) The prosthetic foot according to claim 42, 
wherein the coupling element includes a stop to limit dorsiflexion of the 
upwardly extending calf shank in gait. 

6. (currently amended) T4^Aprosthetic foot aee^if^§4e^teiffl 



a calf shank secured to the foot keei at a lo wer end thereof and 
wherein Jhe, lower 

udes 

dorsiflexion of the, , upwardly, extending,, calf shank in gait, wherein said stop 
includes at least one wedge shaped member secured to the coupling element 
anterior of the calf shank. 
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7. (currently amended) The prosthetic foot according to claim 1 , 
wherein the calf shank is secured to the posterior of the foot keel and extends 
upwardly above a4he hindfoot portion and the posterior part of a midfoot 
portion of the foot keel. 

8. (original) The prosthetic foot according to claim 1, further 
comprising a cosmetic covering in the shape of a human foot and lower leg, 
the cosmetic covering being located over the foot keel and at least the lower 
end of the calf shank with the calf shank rising upwardly from the foot keel 
within the lower leg covering. 

9. (original) The prosthetic foot according to claim 1, further 
comprising an adjustable fastening arrangement securing the calf shank to 
the foot keel, the fastening arrangement permitting adjustment of the 
relationship of the foot keel and calf shank to tune the performance of the 
prosthetic foot. 

10. (original) The prosthetic foot according to claim 9, wherein the 
adjustable fostering arrangement includes at least one releasable fastener 
and a longitudinally extending opening in the foot keel through which the 
fastener extends to permit adjustment of the alignment of the calf shank and 
the foot keel in the longitudinal direction of the foot keel. 

1 1 . (original) The prosthetic foot according to claim 1 , wherein the calf 
shank has a radius of the curvature which increases progressively as the calf 
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shank spirals outwardly and as the calf shank extends upwardly from its 
lower, spiral end. 

12. (currently amended) T&e-AjDrosthetic foot a^0fd4r^§40-ete4m 



a longitudinally extending foot keel; 

a calf '.shank secured to the^^f^ 

extend ina upwardly from the toot keei; 



wherein the lower en d of the calf shank is in the form of a spiral, the 

calf shank extending upward anteriorly from the spiral to an upstanding upper 
end thereof, wherein the foot keel has an upward convexly curved dorsal 
surface of a midfoot portion of the foot keel facing the spiral lower end of the 
calf shank, radii of curvature of the spiral and the convexly curved dorsal 
surface of the foot keel affecting a dynamic response capability and motion 
outcome of the prosthetic foot in gait. 

13. (currently amended) A prosthetic foot comprising: 
a longitudinally extend ing^esiifeDl foot keelJia^DSJii^^ 

a coupling element connected to the foot keel; 

a resilient, upstanding calf shank having a lower end connected to the 
foot keel by way of the coupling element to form an ankle joint area of the 
foot, and extending upward 

an upper end to connect with a supporting structure on an amputee's leg; 
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wherein the lower end of the calf shank is in the form of a spiraljibove 
the hindfoot portion of the foot keel the calf shank extending upwardly 
anteriorly from the spiral to the upper end thereof. 

14. (original) The prosthetic foot according to claim 13, wherein the 
coupling element includes a stop to limit dorsiflexion of the calf shank in gait. 

15. (original) The prosthetic foot according to claim 14, wherein the 
stop includes at least one wedge shaped member secured to the coupling 
element anterior of the calf shank. 

16. (original) The prosthetic foot according to claim 13, further 
comprising an adjustable fastening arrangement to permit adjustment of the 
alignment of the calf shank and the foot keel with respect to one another in 
the longitudinal direction of the foot keel for tuning the performance of the 
prosthetic foot. 

17. (original) The prosthetic foot according to claim 16, wherein the 
adjustable fastening arrangement includes at least one releasable fastener 
connecting the foot keel and the coupling element and a longitudinally 
extending opening in the foot keel through which the fastener extends to 
permit said adjustment of the alignment of the foot keel and the calf shank. 

18. (original) The prosthetic foot according to claim 13, wherein the 
spiral lower end of the calf shank has a radius of curvature which increases 
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progressively as the calf shank spirals and as it extends upwardly from its 
spiral lower end. 



19. (original) The prosthetic foot according to claim 13, further 
comprising a cosmetic covering in the shape of a human foot and lower leg, 
the cosmetic covering being located over the foot keel and at least the lower 
end of the calf shank with the calf shank rising upwardly from the foot keel 
within the lower leg covering. 

20. (currently amended) A calf shank for a prosthetic foot 
comprising: 

an elongated, semi-rigid resilient member having one, lower end in the 
form of a spiral for attachment to a foot keel to form an ankle joint area of the 
prosthetic foot, and an opposite, sybstantjaiS^^ vertical^ 

upper end for connection with a supporting structure on an amputee's leg, the 
member extending sylMillL^^ anteriorly and curvilinearly 

with a progressively increasing radius of curvature from the spiral at the one, 
lower end toward said opposite, s ub si antiaih^ vb rticMlXSM3ted^ upstanding 
upper end to form a resilient tower prosthetic part of a lea above the ankle 



a spiral for attachme^ to a foot keel to form an ankle joint area of the 



21. (currently amended) £he~A.calf shank a€ee^fB§4e--ete4m 
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prosthetic foot, and an opposite, upstanding upp er end for c onnection with a 
supporting structure on an amputee's leg, the member extending up\*/ard 
anteriorly and^c 
from t;he,sp,[raj at 

end, wherein a radially inner end of the spiral at said one end of the member 
includes a fastener for fastening the calf shank to a coupling element for 
attachment to a foot keel. 

22. (original) The calf shank according to claim 21 , wherein the one 
end of the member spirals around the radially inner end before extending 
toward the opposite end. 

23. (original) The calf shank according to claim 20, wherein the 
opposite end of the member includes an adapter secured thereto and an 
inverted pyramid-shaped attachment fitting mounted thereon. 
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